
AMP
s e r i e s

Magnetic drive pumps
Polypropylene magnetic drive process pumps

The AMP series are magnetic drive process pumps with polypropylene wet ends, 
featuring a unique configuration which gives greatly improved tolerance 

to abnormal operating conditions (Non contact system).

NEW



Polypropylene magnetic drive process pumps

The AMP series are magnetic drive process pumps with polypropylene wet 
ends, featuring a unique configuration which gives greatly improved tolerance 
to abnormal operating conditions (Non contact system). Applications cover a 
wide range of light chemical duties from acid to alkaline.



Highly durable structure
A ductile cast iron shell adds strength 
and durability to the polypropylene 
wet ends. The rear casing which 
is subject to the highest stress, is 
reinforced with an FRP cover to 
increase strength. The maximum 
allowable casing pressure of 1.0MPa 
is a highlight feature amongst 
polypropylene pumps.

Unique design prevents 
abnormal operation
The pump design features a Non 
contact system. The pump exhibits 
outstanding durability in air ingress to 
the suction.

Note: Dry running is not permitted.

Back pullout system
The back pullout system allows easy 
maintenance and inspection without 
removing piping. The motor can be 
safely removed without chemical 
leakage (Pumps on base plates only).

Modular design and low 
maintenance cost
The pump is a modular design 
for ease of maintenance. Specific 
adjustments such as centering or 
checking clearances are not required. 
Any wear part can simply be replaced 
individually and reduces maintenance 
costs.

Non contact system
The pump design features a mechanism 
to withstand abnormal operating. High 
magnet power of the rare earth magnets 
prevents the magnet capsule coming 
into contact with the thrust ring of the 
rear casing, thus preventing melting of 
components due to heat generation. 
This greatly improves resistance against 
abnormal operating in comparison with 
conventional magnetic drive pumps.
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